








Diode set - NOPLUG (D)

2.5mm2, 4mm2 or 6mm2 (14 AWG, 12 AWG, and 10 AWG) with PST40i1- or MC3 / MC4 Connectors

Grounding set - NOPLUG (E)

with PST40i1- or MC3 / MC4 - Connectors

BU ST

4 mm2 Cable Lug
Ground
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Fuse Set - NOPLUG (S)

2.5 mm2 , 4 mm2 , or 6 mm2 with PST40i1- or MC3 / MC4 Connectors
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PV-System

2.5 mm2 or 4mm2

(14 AWG or 12 AWG)



Double Stranded – PV System (example)

Single Stranded – PV System (example)Single Stranded – PV System 

PRYSMIAN´S NOPLUG-SYSTEM

Panel Field 1 Panel Field 2



NOPLUG-Systems incorporate TECSUN(PV) or 
TECSUN(UL) cable. Identical compounds are used for 
TECSUN and NOPLUG systems; therefore, a consistent 
premium quality product is ensured. For further 
Information regarding Prysmian´s TECSUN(PV) PV1-F 
-Cable please refererence the following website
(www.special-cables-neustadt-coburg.de/pdf/ 
de/364.pdf).

NOPLUG-Systems also incorporate TECPLUG 
connectors, which are molded to TECSUN cable. This 
procedure supplies a reliable, safe, and extended 
lifespan for the NOPLUG-System. For futher 
information regarding Prysmian’s TECPLUG PST40i1 
- Connectors please reference the following website
(www.special-cables-neustadt-coburg.de/pdf/
de/322.pdf).

Technical Description
The NOPLUG-System may be used indoor or outdoor, 
in free or fixed installations. Appropriate for 
installation in IEC protection class II areas. 

The NOPLUG-System meets the following standards: 
IEC 61215, IEC 61646, IEC 64/1123/D and DIN VDE 
0100 part 520.

Flame Ratings: Flame propagation: 
Single cable: DIN VDE 0482 Part 332-1-2, DIN EN 60332-1-2
Multiple cable: DIN VDE 0482 Part 266-2-5, DIN EN 50305-9
Low smoke emission: DIN VDE 0482 Part 2682-2, DIN EN 50268-2 
Corrosivity according to DIN EN 50264-1, 
Toxicity according to DIN EN 50305

Environmentally Friendly: Given in terms of recycling, disposal and energy saving production. 
(free of pollutants and halogens)

Rated Voltage: AC 600 / 1000 V

Max PV-System Voltage: DC 2000 V

Test Voltage: Routine test: 15 kV AC. Screening: 1 hour in salt water, 5 min 6 kV

Ambient Temperature: -40°C up to +120°C (-40°F up to +248°F)

Short-circuit Temperature: +250°C (+ 482°F), at the conductor max. 5 sec

Weather Resistance: The NOPLUG-System can withstand full sun, wind, fog, snow and hail 
effects as well as cold, heat and humidity.
- Ozone resistance according to DIN EN 50396 test type B, HD 22.2,
   test type B
- UV resistance according to UL 1581 (XenoTest), ISO 4892-2 
  (Method A) 
- Absorption of water (gravimetric) according to 
  DIN VDE 0473-811-1-3, DIN EN 60811-1-3 
- Cold bending test and elongation according DIN EN 60811-1-4 
- Impact resistance test at low temperature similar to EN 50305
- Abrasion resistance against abrasion paper according DIN EN 53516,



PRYSMIAN Kabel und Systeme GmbH   Austrasse 99, 96465 Neustadt near Coburg
phone: +49 9568 895 1211   fax: +49 9568 895 1270   mail: martin.cybinski@prysmian.com
www.prysmian.de   www.pksdb.de V
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